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på alle reservedele

på kompressoren
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Luftkonditioneringssystemer tilbyder fleksibilitet, maksimale energibesparelser og høj 
ydeevne for at tilfredsstille selv de mest krævende brugere. Tilslut op til 5 indendørs enheder 
til en ekstern og lav de ideelle forhold, du altid har ønsket!

Wall Mounted

med Hotel Menu

Multi Split SYSTEMER

Duct

med Wi-Fi-kontrolCassettes

med 360 ° luftudtag

Consoles

med stille drift
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Outdoor Units

R32

Golden Fin Bredt udvalg af 
kombinationer

Robust 
Outdoor 
Design

Quiet
Operation

75m
F1 ~ F25

Electronic
expansion 
valve per 
circuit

Flexible
Installation

Wide
Operation
Range

Low
Ambient
Cooling

Energy
Class

Model U5MRSL32(2)-18Β U5MRSL32(3)-27Β U5MRSL32(4)-36 U5MRSL32(5)-42

Cooling Capacity (Btu/h) 18.000 (7.600-19.500) 27.000 (7.170-29.000) 36.000 (5.390-46.573) 42.000 (5.664-47.768)

Cooling Capacity (kWatt) 5.28 (2.22-5.72) 7.91 (2.10-8.50) 10.55 (1.58-13.65) 12.31 (1.66-14.00)

Heating Capacity (Btu/h) 19.000 (8.000-20.000) 27.000 (6.700-30.000) 36.000 (5.698-45.448) 42.000 (5.664-50.975)

Heating Capacity (kWatt) 5.57 (2.34-5.86) 7.91 (1.96-8.79) 10.55 (1.67-13.32) 12.31 (1.66-14.94)

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 5.3 7.9 10.5 12.3

Energy Class A++ Α++ A++ A+

SEER 6.1 6.1 6.1 5.8

Heating
(Middle Zone)

Pdesign (kW) 4.3 5.3 8.4 9.4

Energy Class Α+ Α+ A+ A 

SCOP 4.0 4.0 4.0 3.8

Heating
(Warm Zone)

Pdesign (kW) 4.8 5.8 9.3 10.1

Energy Class A+++ Α+++ A+++ A+++

SCOP 5.1 5.1 5.4 5.2

Cooling Input/ Heating Input (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Indoor Number of Units (Min. – Max) 1-2 1-3 1-4 1-5

Noise Level [dB(A)] 56 53 63 62

Sound Power Level [dB(A)] 64 67 68 71

Dimensions (MxBxY) (mm) 800x333x554 845x363x702 946x410x810 946x410x810

Net Weight (kg) 35.5 51.1 68.8 73.3

Compressor Τype ROTARY ROTARY ROTARY ROTARY

Liquid Line | Gas Line 2 x (1/4” | 3/8”) 3 x (1/4” | 3/8”) 3 x (1/4” | 3/8”) + 
1 x (1/4” | 1/2”)

4 x (1/4” | 3/8”) + 
1 x (1/4” | 1/2”)

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x20 3x4.0 / 1x25 3x4.0 / 1x25 

Refrigerant / Charge (g) R32 / 1.250 R32 / 1.720 R32 / 2.100 R32 / 2.400

Maximum Pipe Length (m)
Total 40 60 80 80

For one Indoor Unit 25 30 35 35

Max. Height Difference Between
Indoor and Outdoor Unit (m)

15 15 15 15

Max. Height Difference Between Indoor Units (m) 10 10 10 10

Operation Temperature Range (°C)
Cooling / Heating -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24

*The data of “Pdesing”, “Energy Class” and “SEER/SCOP” in Cooling, Heating (Middle Zone) & Heating (Warm Zone), refer to the outdoor units combination with Cassette type indoor units. 

All DC
Inverter

ALL   DC
INVERTER
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R32 ECO-kølemidlet med 68% 
lavere global 

opvarmningspotentiale har ikke 
negativ indvirkning på 

ozonlaget, hvilket bidrager til at 
reducere den globale 

opvarmningseffekt
og reducerer 

vedligeholdelsesomkostningerne 
drastisk.

R32 ECO
Refrigerant
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Indendørsenheden er designet til 
at tilbyde fremragende ydelse i 
lavt støjniveau, så du kan nyde 

fremragende temperaturforhold i 
absolut stilhed.

Rolig drift

R32

Double Air Outlet Active Carbon Filters

Hotel
Menu

R32 ECO
Refrigerant

Smart
Controller

Temperature 
Sensor Offset

Fan On/Off 
Switch Golden Fin Auto Restart Auto Error 

Diagnosis

Μοντέλο LV5MLI32-12 LV5MLI32-18C

Cooling Capacity (Btu/h) 12.000 (2.627-12.983) 16.500 (9.000-17.000)

Cooling Capacity (kWatt) 3.52 (0.77-3.81) 4.84 (2.64-4.98)

Heating Capacity (Btu/h) 13.000 (1.568-14.808) 17.000 (7.500-19.600)

Heating Capacity (kWatt) 3.81 (0.46-4.34) 4.98 (2.20-5.74)

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 0.4 0.5

Heating 0.4 0.5

Power Input (W)

Cooling 70 100

Heating 70 100

Air Flow Volume (High/Medium/Low) (m3/h) 512/480/370 560/480/400

Noise Level (Low/Medium/High) [dB(A)] -/35/41.5/43 25/35/39/42.5

Sound Power Level [dB(A)] 58 60

Dimensions (WxDxH) (mm) 700×210x600 700×210x600

Net Weight (kg) 14.8 14.8

Liquid Line|Gas Line 1/4” | 3/8” 1/4” | 1/2”
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Console
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Mini Split

4 Way
Air Flow

Follow Me Sleep
Mode

Turbo
Mode

Smart
Controller

Excellent 
Heating 
Performance 
Under -15°C

Auto Error 
Diagnosis

Wi-Fi Standard Ionizer Filter
STANDARD

R32

Golden Fin

Med funktionen Hotel Menu kan 
køling og opvarmning aktiveres 

under bestemte 
temperaturbegrænsninger.

Klimaanlægget er låst for at 
forhindre drift under ekstreme 
temperaturer, hvilket bidrager 

drastisk
til store energibesparelser, der 

kan nå op til 70%!

Hotel Menu

Model AR2MVI-09WiFi AR2MVI-12WiFi AR2MVI-18WiFi AR2MVI-24WiFi

Cooling Capacity (Btu/h) 9.000 (3.500-10.900) 12.000 (2.800-14.200) 18.000 (5.900-21.200) 24.000 (8.800-28.800)

Cooling Capacity (kWatt) 2.63 (1.03-3.19) 3.51 (0.82-4.16) 5.27 (1.73-6.21) 7.03 (2.58-8.44)

Heating Capacity (Btu/h) 10.000 (3.000-12.500) 13.000 (2.900-16.300) 20.000 (3.600-23.800) 27.000 (5.200-32.200)

Heating Capacity (kWatt) 2.93 (0.88-3.66) 3.81 (0.85-4.78) 5.86 (1.06-6.98) 7.91 (1.52-9.44)

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 0.11 0.11 0.15 0.28

Heating 0.11 0.11 0.15 0.28

Power Input (W)

Cooling 24 24 34 62

Heating 24 24 34 62

Air Flow Volume (High/Medium/Low) (m3/h) 416/309/230 539/478/294 750/505/420 1.050/750/560

Noise Level (Silent/Low/Medium/High) [dB(A)] 20/23/31/39  21/22/30/38  23/27/33/42  26/30/40/46 

Sound Power Level [dB(A)] 54 56 58 62

Dimensions (WxDxH) (mm) 722x187x290 802x189x297 965x215x319 1.080x226x335

Net Weight (kg) 7.3 8.2 9.0 12.0

Liquid Line|Gas Line 1/4” | 3/8” 1/4” | 3/8” 1/4” | 1/2” 3/8” | 5/8”
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Cassettes

External
Air Duct 
Outlet

Smart
Controller

Built-in
Drain Pump

Front Desk 
Control On/Off 
(Optional)

R32

Nyd maksimal komfort, hvor 
som helst i rummet. 360 ° 

luftstrøm leveres jævnt fra 8 i 
stedet for 4 udgange, hvilket 

sikrer et afbalanceret 
temperaturniveau til hvert 

hjørne.

360 grader 
cirkulation 

Frisk luftindtag Wi-Fi klarτή

Hotel
Menu

Error
Alarm
Port

Golden 
Fin

Model LV5MCI32-12WiFiR LV5MCI32-18WiFiRC

Cooling Capacity (Btu/h) 12.000 (2.100-15.000) 18.000 (3.070-22.500)

Cooling Capacity (kWatt) 3.52 (0.61-4.40) 5.27 (0.89-6.59)

Heating Capacity (Btu/h) 13.000 (2.100-17.500) 18.500 (3.070-25.200)

Heating Capacity (kWatt) 3.81 (0.62-5.13) 5.42 (0.89-7.36)

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 0.18 0.44

Heating 0.18 0.44

Power Input (W)

Cooling 40 102

Heating 40 102

Air Flow Volume (High/Medium/Low) (m3/h) 617/504/415 680/560/500

Noise Level (Low/Medium/High) [dB(A)] 34/37/41 41/42/44

Sound Power Level [dB(A)] 58 56

Dimensions
(WxDxH) (mm) 

Panel 647x647x50 647x647x50

Indoor 570x570x260 570x570x260

Net Weight
(kg)

Panel 2.5 2.5

Indoor 16.2 16.2

Liquid Line |Gas Line 1/4” | 3/8” 1/4” | 1/2”

Weekly
Planner
Controller
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Ducted 

Built-in
Drain Pump

Fan On/Off 
Switch

Hotel
Menu

Smart
Controller

Static 
Pressure 
Settings 

Weekly
Planner
Controller

Central
Control 
Management 
(Optional)

To luftindløbsstil Super Slim Design

R32

Μodel LV5MDI32-12WiFiR LV5MDI32-18WiFiRC

Cooling Capacity (Btu/h) 12.000 (2.100-15.000) 18.000 (3.070-22.500)

Cooling Capacity (kWatt) 3.52 (0.61-4.40) 5.27 (0.89-6.59)

Heating Capacity (Btu/h) 13.000 (2.100-17.500) 19.000 (3.070-25.200)

Heating Capacity (kWatt) 3.81 (0.62-5.13) 5.57 (0.89-7.36)

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 1.1 1.3

Heating 1.1 1.3

Power Input (W)

Cooling 185 200

Heating 185 200

Air Flow Volume (High/Medium/Low) (m3/h) 600/480/300 880/650/350

Static Pressure (Pa) 0-60 0-100

Noise Level (Low/Medium/High) [dB(A)] 27.5/34.5/40 33/38/41.5

Sound Power Level [dB(A)] 59 59

Dimensions (WxDxH) (mm) 700x450x200 880x674x210

Net Weight (kg) 18.0 24.3

Liquid Line 1/4” 1/4” 

Gas Line 3/8”  1/2”

Front Desk 
Control
On/Off 
(Optional)

Fjernstyringsfunktionen giver 
dig mulighed for nemt at 

indstille klimaanlægget, uanset 
hvor du er. Hent programmet 
Invmate II via Google Play & 

App Store gratis til din 
Smartphone eller Tablet og lav 

ideelle forhold til dit sted, før 
du selv kommer derhen!

Wi-Fi 
klar
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Kombinationstabel

Indoor Unit A Indoor Unit B Indoor Unit C Indoor Unit D Indoor Unit E U5MRSL32(2)-18B U5MRSL32(3)-27B U5MRSL32(4)-36 U5MRSL32(5)-42

9k - - - - • • • •
12k - - - - • • • •
18k - - - - • • • •
24k - - - - - - • •
9k 9k - - - • • • •
9k 12k - - - • • • •
9k 18k - - - - • • •
9k 24k - - - - • •

12k 12k - - - • • • •
12k 18k - - - - • • •
12k 24k - - - - • •
18k 18k - - - - - • •
9k 9k 9k - - - • • •
9k 9k 12k - - - • • •
9k 9k 18k - - - - • •
9k 9k 24k - - - - • •
9k 12k 12k - - - • • •
9k 12k 18k - - - - • •
9k 12k 24k - - - - • •
9k 18k 18k - - - - • •

12k 12k 12k - - - • • •
12k 12k 18k - - - - • •
12k 12k 24k - - - - • •
12k 18k 18k - - - - • •
9k 9k 9k 9k - - - • •
9k 9k 9k 12k - - - • •
9k 9k 9k 18k - - - • •
9k 9k 9k 24k - - - - •
9k 9k 12k 12k - - - • •
9k 9k 12k 18k - - - • •
9k 9k 12k 24k - - - - •
9k 12k 12k 12k - - - • •
9k 12k 12k 18k - - - • •

12k 12k 12k 12k - - - • •
12k 12k 12k 18k - - - • •
9k 9k 9k 9k 9k - - - •
9k 9k 9k 9k 12k - - - •
9k 9k 9k 9k 18k - - - •
9k 9k 9k 12k 12k - - - •
9k 9k 9k 12k 18k - - - •
9k 9k 12k 12k 12k - - - •
9k 12k 12k 12k 12k - - - •

12k 12k 12k 12k 12k - - - •

F1 ~ F25

Golden Fin

Flexible
Installation

Wide 
Operation

Range

Electronic
Expansion
Valve Per Circuit

75m
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Air Con/Varme  for din virksomhed

Cassettes
med Wi-Fi-kontrol

Floor Ceiling 

med R32 ECO kølemiddel

Duct

med Golden Fin

Consoles

med Hotel Menu

Gulvmodel

med A ++ energiklasse

Din mest værdifulde partner! Integrerede løsninger til alle former for forretningslokaler. 
Opgraderede Inventor-serien leverer fremragende ydelse med det laveste forbrug og en 
bred vifte af køle- og opvarmningsfunktioner, så du kan nyde gode forhold på alle steder!
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Cassettes

360°  
Air Outlet

Anti-Cold
Air Function

Fresh Air 
Intake

Golden
Fin

Smart
Controller

Built-in
Drain Pump

Hotel Menu

R32

Fjernstyringsfunktionen giver dig 
mulighed for nemt at indstille 

klimaanlægget, uanset hvor du er. 
Download Invmate II-programmet 

via Google Play &
App Store gratis til din Smartphone 
eller Tablet og skabe ideelle forhold 

til dit sted, før du selv kommer 
derhen!

Wi-Fi 
klar

Auto 
Restart

Model V6MCRI32-18WiFiR/ 
U6MRS32-18

V5MCI32-24WiFiR/
U5MRS32-24

V5MCI32-36WiFiR/
U5MRS32-36

V5MCI32-50WiFiR/
U5MRT32-50

V5MCI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 18.000 (9.900-19.600) 24.000 (10.990-28.000) 36.000 (13.800-41.000) 48.000 (16.224-49.761) 53.000 (18.000-57.000)

Cooling Capacity (kWatt) 5.28 (2.90-5.74) 7.03 (3.22-8.21) 10.55 (4.04-12.02) 14.07 (4.76-14.58) 15.53 (5.28-16.71)

Heating Capacity (Btu/h) 18.500 (8.100-20.800) 26.000 (8.300-29.500) 38.000 (10.050-46.000) 55.000 (13.396-57.206) 62.000 (15.000-66.000)

Heating Capacity (kWatt) 5.42 (2.37-6.10) 7.62 (2.43-8.65) 11.14 (2.94-13.48) 16.12 (3.93-16.77) 18.2 (4.4-19.34)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 5.3 7.0 10.5 14.0 15.7

Energy Class A++ A++ A++ A++ A++

SEER 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 4.2 5.4 8.8 11.2 11.9

Energy Class A+ A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0

Heating
(Warm 
Zone)

Pdesign (kW) 5.3 5.8 10.5 12.5 12.5

Energy Class A++ A++ A++ A++ A+++

SCOP 4.9 4.9 4.9 4.8 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α) Cooling/Heating 3.2-8.2/3.1-8.5 2.1-12.4/2.2-12.5 3.9-19.6/3.2-19.4 1.8-9.26/1.56-8.83 1.8-11.6/1.6-11.2

Power Input (W) Cooling/Heating 720-1.860/700-1.930 480-2.850/500-2.880 890-4.500/720-4.450 1.174-5.602/987-5.378 1.147-6.682/1.022-6.448

Air Flow Volume (High/Medium/Low) [m3/h] 720/625/540 1.378/1.200/1.032 1.775/1.620/1.438 1.715/1.568/1.381 1.970/1.737/1.537

Noise Level [dB(A)]

Indoor unit
(Low/Medium/High)

35.5/39/42.5 40/43/47 46/49/51 49/50/52 48/50.5/53

Outdoor unit 55 62 65 66 66

Sound Power Level 
[dB(A)]

Indoor Unit/Outdoor Unit 56/63 59/64 61/66 65/72 62/65

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Signal Wires (Noxmm2) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield)

Dimensions
(WxDxH) (mm)

Panel 647x647x50 950x950x55 950x950x55 950x950x55 950x950x55

Indoor Unit 570x570x260 840x840x250 840x840x245 840x840x287 840x840x287

Outdoor Unit 800x333x554 845x363x702 946x410x810 952x415x1.333 952x415x1.333

Net Weight (kg) Panel/Indoor/Outdoor Unit 2.5/16.2/33.7 5/23/66.8 5/27.5/66.8 5/29/106.7 5/29.7/111.3

Liquid Line |Gas Line 1/4"/1/2" 3/8” | 5/8” 3/8” | 5/8” 3/8” | 5/8” 3/8” | 5/8”

 Refrigerant / Charge (g) R32 / 1.150 R32 / 1.500 R32 / 2.400 R32 / 2.800 R32 / 2.950

Operation Temperature Range (°C)
Cooling/ Heating

-15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24

External
Air Duct Outlet

Central
Control 
Management 
(Optional)
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Console

R32 ECO
Refrigerant

Quiet
Operation

Wide
Operation
Range

F1 ~ F25

Double 
Air 
Outlet

Smart
Controller

Temperature 
Sensor Offset

Wide Angle Air Flow

Low
Ambient
Cooling

Med funktionen Hotel Menu 
kan køling og opvarmning 

aktiveres under bestemte 
temperaturbegrænsninger. 

Klimaanlægget
er låst for at forhindre drift 

under ekstreme temperaturer,
drastisk bidrager til store 

energibesparelser, der kan nå op 
til 70%!

Hotel 
Menu

Fan On/Off 
Switch

Model V5MLI32-12 / V5MLO32-12 V6MLΙ32-18 / V6MLO32-18

Cooling Capacity (Btu/h) 12.000 (2.627-12.983) 16.500 (9.000-17.000)

Cooling Capacity (kWatt) 3.52 (0.77-3.81) 4.84 (2.64-4.98)

Heating Capacity (Btu/h) 13.000 (1.568-14.808) 17.000 (7.500-19.600)

Heating Capacity (kWatt) 3.81 (0.43-4.34) 4.98 (2.20-5.74)

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 3.5 4.8

Energy Class Α++ A++

SEER 7.0 6.1

Heating
(Middle Zone)

Pdesign (kW) 3.2 4.0

Energy Class Α+ A+

SCOP 4.0 4.0

Heating
(Warm Zone)

Pdesign (kW) - 4.5

Energy Class - A++

SCOP - 4.6

Voltage/Frequency/Phase (V/Hz/Ph)  220-240/50/1  220-240/50/1

Current Input (Α) Cooling/Heating 1.4-8.09/1.24-6.45 2.95-7.54/2.75-8.86

Power Input (W) Cooling/Heating 174-1.844/149-1.465 651-1.714/606-2.022

Air Flow Volume (High/Medium/Low) (m3/h) 512/480/370 560/480/400

Noise Level [dB(A)]
Indoor Unit (Low/Medium/High) -/35/41.5/43 25/35/39/42.5

Outdoor Unit 55.5 55

Sound Power Level [dB(A)] Indoor Unit/Outdoor Unit 58/63 60/64

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16

Signal Wires (Noxmm2) 4x1.5 4x1.5

Dimensions (WxDxH) (mm)
Indoor Unit 700x210x600 700x210x600

Outdoor Unit 800x333x554 800x333x554

Net Weight (kg) Indoor/Outdoor Unit 14.8/34.7 14.8/33.7

Compressor Type ROTARY ROTARY

Liquid Line | Gas Line 1/4” | 3/8” 1/4” | 1/2”

Refrigerant / Charge (g) R32 / 870 R32 / 1.150

Operation Temperature Range (°C)
Cooling / Heating -15~50 / -15~24 -15~50 / -15~24

Excellent Heating 
Performance at -15°C
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Floor Ceiling

4 Way Air Flow Golden Fin

R32

Low
Ambient
Cooling

Fresh Air 
Intake

Hotel 
Menu

Temperature 
Sensor Offset

Central
Control 
Management 
(Optional)

Auto 
Restart

Model V6MKI32-18WiFiR/
U6MRS32-18

V5MKI32-24WiFiR/
U5MRS32-24

V5MKI32-36WiFiR/
U5MRS32-36

V5MKI32-50WiFiR/
U5MRT32-50

V5MKI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 18.000 (9.250-19.000) 24.000 (10.990-28.300) 36.000 (13.400-41.000) 48.000 (16.917-51.559) 54.000 (18.000-58.000)

Cooling Capacity (kWatt) 5.28 (2.71-5.57) 7.03 (3.22-8.29) 10.55 (3.92-12.02) 14.2 (4.96-15.11) 16.0 (5.28-17.0)

Heating Capacity (Btu/h) 19.000 (8.250-21.500) 26.000 (9.280-29.500) 38.000 (9.580-46.000) 55.000 (12.989-61.641) 62.000 (15.000-67.000)

Heating Capacity (kWatt) 5.57 (2.41-6.30) 7.62 (2.72-8.64) 11.14 (2.80-13.48) 16.1 (3.81-18.07) 18.2 (4.4-19.64)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 5.3 7.0 10.5 14.2 16.0

Energy Class A++ A++ A++ A++ A++

SEER 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 4.1 5.4 8.7 11.5 12.0

Energy Class A+ A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0

Heating
(Warm Zone)

Pdesign (kW) 5.0 4.9 10.7 12.5 12.5

Energy Class A+++ A++ A++ A+++ A+++

SCOP 5.1 5.0 4.9 5.1 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α) Cooling/Heating 3.2-8.2/2.7-7.3 2.1-13.1/2.2-12.7 4.1-19.6/2.8-19.8 1.77-9.29/1.6-10.27 1.9-10.3/1.6-10.8

Power Input (W) Cooling/Heating 670-1.850/540-1.640 480-2.930/500-2.850 875-4.500/730-4.550 1.158-5.703/1.026-6.200 1.227-6.296/1.022-6.546

Air Flow Volume (High/Medium/Low) (m3/h) 880/760/650 1.208/1.066/853 2.160/1.844/1.431 2.329/1.930/1.417 2.454/1.834/1.426

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

34.5/38.5/41.5 41/46/50 42/47/51 46/50/54 42/47/54

Outdoor Unit 55 62 65 66 66

Sound Power Level [dB(A)] Indoor Unit/Outdoor Unit 58/64 61/65 61/67 66/72 68/74

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Signal Wires (Noxmm2) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield)

Dimensions
WxDxH (mm)

Indoor Unit 1.068x675x235 1.068x675x235 1.650x675x235 1.650x675x235 1.650x675x235

Outdoor Unit 800x333x554 845x363x702 946x410x810 952x415x1.333 952x415x1.333

Net Weight (kg) Indoor/Outdoor Unit 28.0/33.7 26.8/66.8 39.0/66.8 41.2/106.7 41.4/111.3

Liquid Line | Gas Line  1/4” | 1/2”   3/8” | 5/8” 3/8” | 5/8” 3/8” | 5/8” 3/8” | 5/8”

Refrigerant / Charge (g) R32 / 1.150 R32 / 1.500 R32 / 2.400 R32 / 2.800 R32 / 2.950
Operation Temperature Range (°C) 
Cooling / Heating

-15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24

Front Desk 
Control
On/Off  
(Optional)

Wi-Fi 
Ready
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R32 ECO-kølemidlet med 68% 
lavere global 

opvarmningspotentiale har ikke 
negativ indvirkning på ozonlaget, 

bidrager til at reducere den 
globale opvarmningseffekt og 

reducerer 
vedligeholdelsesomkostningerne 

drastisk.

R32 ECO
Refrigerant
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Ducted

Wi-Fi 
Ready

Super Slim 
Design

Built-in
Drain Pump

Two Air 
Inlet Styles

Smart
Controller

Chest &  
Upright
Installation

Hotel 
Menu

R32

Golden Fin
Den avancerede, gyldne hydrofile 

belægning af indendørs og udendørs 
enhed sikrer optimal beskyttelse og 

ydeevne af dit klimaanlæg, forlænger 
levetiden og forbedrer

luftkvaliteten. Takket være den 
korrosionsbestandige sammensætning 

af den hydrofile belægning øges 
udendørsenhedens holdbarhed til 

ætsende elementer som regn og salt 
luft, mens afrimningsprocessen 

accelereres, hvilket forbedrer 
opvarmningens ydeevne. Drage fordel 
af den indre enheds gyldne beskyttelse 

og forhindre reproduktion og 
spredning af bakterier på dit sted, 

hvilket skaber et sundt og behageligt 
miljø.

Μodel V5MDI32-12WiFiRΒ/
U5MRS32-12

V6MDI32-18WiFiR/
U6MRS32-18

V5MDI32-24WiFiR/
U5MRS32-24

V5MDI32-36WiFiR/
U5MRS32-36

V5MDI32-50WiFiR/
U5MRT32-50

V5MDI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 12.000 (5.100-16.200) 18.000 (8.700-19.400) 24.000 (11.180-27.830) 36.000 (13.800-41.000) 48.000 (14.545-51.845) 52.000 (20.000-59.000)

Cooling Capacity (kWatt) 3.51 (1.49-4.75) 5.28 (2.55-5.69) 7.03 (3.27-8.15) 10.55 (4.04-12.02) 14.07 (4.26-15.19) 15.4 (5.86-17.29)

Heating Capacity (Btu/h) 14.000 (3.300-19.200) 20.000 (7.500-21.000) 26.000 (9.280-29.750) 38.000 (9.580-45.000) 55.000 (12.621-61.500) 62.000 (16.000-70.000)

Heating Capacity (kWatt) 4.10 (0.97-5.63) 5.87 (2.20-6.15) 7.62 (2.71-8.72) 11.14 (2.81-13.19) 16.12 (3.70-18.02) 18.2 (4.69-20.52)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 3.5 5.3 7.0 10.5 14.0 15.4

Energy Class Α++ Α++ Α++ Α++ A++ A++

SEER 6.5 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 3.2 4.3 5.4 8.5 12.0 12.5

Energy Class Α+ Α+  Α+ Α+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0 4.0

Heating
(Warm 
Zone)

Pdesign (kW) 3.7 5.2 6.1 10.5 12.5 13.1

Energy Class Α++ Α++ A+++ A+++ A+++ A+++

SCOP 4.8 5.0 5.1 5.1 5.1 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α) Cooling/Heating 1.7-7.2/1.7-9.0 3.2-8.3/3.3-7.7 2.1-12.4/2.2-12.5 4.2-19.6/3.6-18.4 1.8-9.4/1.5-9.2 2.0-11.6/1.6-10.5

Power Input (W) Cooling/Heating 350-1.620/350~2.050 710-1.900/740-1.760 480-2.850/500-2.880 902-4.900/800-4.640 1.170-5.699/948-5.824 1.274-6.651/1.042-6.034

Air Flow Volume (High/Medium/Low) (m3/h) 600/480/300 880/650/350 1.248/1.054/839 1.400/1.150/750 2.400/2.040/1.680 2.600/2.210/1.820

Outdoor Static Pressure (Pa) 0-60 0-100 0-160 0-160 0-160 0-160

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

26/30.5/35 33/38/41.5 38/40/42 40/43/47 48/50/51 51/52/54

Outdoor Unit 55.5 55 62 65 66 66
Sound Power Level [d-
B(A)]

Indoor Unit/Outdoor Unit 56/61 59/62 62/66 62/68 62/72 71/74

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Signal Wires (No x mm2) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield) 3x1.5 & (2x1.0 Shield)

Dimensions
(WxDxH) (mm)

Indoor Unit 700x450x200 880x674x210 1.100x774x249 1.360x774x249 1.200x874x300 1.200x874x300

Outdoor Unit 800x333x554 800x333x554 845x363x702 946x410x810 946x410x810 952x415x1.333

Net Weight (kg) Indoor/Outdoor Unit 18/34.7 24.3/33.7 31.5/66.8 40.5/66.8 47.6/106.7 47.6/111.3

Liquid Line | Gas Line  1/4” | 3/8”    1/4” | 1/2”    3/8” | 5/8”    3/8” | 5/8”    3/8” | 5/8”    3/8” | 5/8”   

Refrigerant / Charge (g) R32 / 870 R32 / 1.150 R32 / 1.500 R32 / 2.400 R32 / 2.800 R32 / 2.950

Operation Temperature Range (°C)
Cooling /Heating

-15-50 / -15-24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24

Statiske trykindstillinger Weekly Planner
Controller

Front Desk
Control 
(Optional)
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Weekly 
Program

Mon. Wed. Thu. Fri. Sat.Sun. Tue.

Air
Outlet
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Floor Standing

Α++ Energy Class Vertical Air Flow

Auto Restart Smart
Controller

24-Hours
Timer

Excellent 
Heating 
Performance 
Under -15°C

Error
Alarm
Port

Auto Error 
Diagnosis

Central
Control 
Management 
(Optional)

Model V4MRFI-24/V4MRFO-24

Cooling Capacity (Btu/h) 24.000 (7.500-26.500)

Cooling Capacity (kWatt) 7.03 (2.20-7.77)

Heating Capacity (Btu/h) 26.000 (5.200-29.500)

Heating Capacity (kWatt) 7.03 (1.52-8.65)

EER 3.23

COP 3.71

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 6.9

Energy Class Α++

SEER 6.5

Heating
(Middle Zone)

Pdesign (kW) 5.4

Energy Class A+

SCOP 4.0

Heating
(Warm Zone)

Pdesign (kW) 5.1

Energy Class Α++

SCOP 4.9

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1

Current Input (Α) Cooling/Heating 9.5/8.6

Power Input (W) Cooling/Heating 2.175/1.895

Air Flow Volume [m3/h]

Indoor Unit
(High/Medium/Low)

806/704/605

Outdoor Unit 2.700

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

35/38/40

Outdoor Unit 60

Sound Power Level [dB(A)] Indoor Unit/Outdoor Unit 58/63

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 3 x 2.5 / 25 

Signal Wires (No x mm2) 4x1.5

Dimensions (WxDxH) (mm)
Indoor Unit 405x405x1.775

Outdoor Unit 845x363x702

Καθαρό Βάρος (kg) Indoor Unit/Outdoor Unit 31.1/51.2

Liquid Line | Gas Line  1/4” | 5/8”   

Refrigerant / Charge (g) R410A / 1.950

Operation Temperature Range (°C)
Cooling / Heating

0~50 / -15~24

ALL   DC
INVERTER

All DC 
Inverter
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Indendørsenheden er designet til at 
tilbyde fremragende ydelse i lavt 

støjniveau, så du kan nyde 
fremragende temperaturforhold i 

absolut stilhed.

Rolig drift
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Floor Standing

R32

Golden Fin Smart Touch Panel

Auto Restart Smart
Controller

24-Hours
Timer

Excellent 
Heating 
Performance 
Under -15°C

Error
Alarm
Port

Auto Error 
Diagnosis

Central
Control
Management 
(Optional)

Model V5MFI32-60/V5MFO32-60

Cooling Capacity (Btu/h) 48.000 (16.917-52.749)

Cooling Capacity (kWatt) 14.07 (4.96-15.46)

Heating Capacity (Btu/h) 55.000 (15.000-63.081)

Heating Capacity (kWatt) 16.12 (4.40-18.49)

EER 2.84

COP 3.10

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 14.6

Energy Class A++

SEER 6.1

Heating
(Middle Zone)

Pdesign (kW) 11.0

Energy Class A+

SCOP 4.0

Heating
(Warm Zone)

Pdesign (kW) 11.8

Energy Class A+++

SCOP 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 380-415/50/3

Current Input (Α) Cooling/Heating 8.0/8.5

Power Input (W) Cooling/Heating 4.950/5.200

Air Flow Volume [m3/h]

Indoor Unit
(High/Medium/Low)

2.413/2.222/2.027

Outdoor Unit 7.500

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

51.5/53/55

Outdoor Unit 65

Sound Power Level [dB(A)] Indoor Unit/Outdoor Unit 66/70

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 5x2.5 / 3x20

Signal Wires (No x mm2) 3x1.5 & (2x1.0 Shield)

Dimensions (WxDxH) (mm)
Indoor Unit 629x456x1.935

Outdoor Unit 952x415x1.333

Καθαρό Βάρος (kg) Indoor Unit/Outdoor Unit 58.4/108.1

Liquid Line | Gas Line 3/8” | 5/8”

Refrigerant / Charge (g) R32 / 2.800

Operation Temperature Range (°C)
Cooling / Heating

-15~50 / -15~24

ALL   DC
INVERTER

All DC 
Inverter

Det forbedrede design sikrer 
en ensartet luftfordeling i alle 
retninger. Finsens bevægelse 

er ikke kun vandret, men også 
vertikal, der fører luften jævnt 
i de mest fjerntliggende steder 

på stedet.

4-vejs 
luftstrøm
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